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If you have special requirements - no problem. TRABTECH surge protection offers 

comprehensive solutions for every application. Visit us in the internet and make use of our 

interactive search assistants as well as comprehensive product information: 

www.phoenixcontact.net/eshop

SURGETRAB – Protection directly on the 
sensor head
The SURGETRAB product range offers surge 
protection for all common standard signals in the 
screw-on module for sensor heads. A choice of 
thread versions and solutions are available for the 
Ex area.

PLUGTRAB – Numerous applications, one 
solution
PLUGTRAB convinces with high functionality and 
practical installation features:
- Status indicator and remote indication contact
- Impedance-neutral plug-in arresters 
- Self-coding prevents incorrect insertion
- Can be tested using CHECKMASTER
- Base elements available for direct or indirect shielding 

concepts  

Additional surge protection devices for MCR Technology Reliable operation of MCR technology
LINETRAB – Protects 4 signal wires 
on 6.2 mm

LINETRAB sets a new standard in the

6.2 mm class as the narrowest surge 

protection device for MCR technology. 

Now up to four signal paths can be 

protected at the same time. 

A comprehensive product range 

comprises suitable protective circuits for 

all binary, analog and intrinsically safe 

circuits.

TRABTECH

Surge protection for
measurement, control 
and regulation technology
Selection Guide – LINETRAB

Automatic PE contact
The integrated PE snap-on foot 
secures the surge current-
resistant ground connection to 
the DIN rail. LINETRAB – 
installed simply and quickly. 

Protect 6 and more wires
The gray DIN-rail bus 
connector (T-bus) combines 
two LINETRAB arresters
(LIT 2-…, LIT 4-…) each to 
one function unit, in which an 
equivalent normal mode 
voltage protection between
all signal wires prevails 
independent of the module 
type. This scalable principle 
provides system protection for 
any number of signals.

Time and space saving
Together with the
LINETRAB arrester's
low space requirement,
the optional system cabling 
reduces installation and 
service times for a
two-conductor measurement 
to a minimum.

Optically flawless marking
The marking possibilities 
offered by the Zack marking 
system allow clear assignment 
of all LINETRAB modules 
when installed. 
Zack marker strip labels can 
either be easily printed using a 
thermal transfer printer or 
plotter, or can be labeled 
manually.

COMTRAB modular – Space-saving protection
Surge protection plugs for LSA-PLUS or LSA-PROFIL 
disconnect and control strips as well as the 
CT-TERMIBLOCK.

TERMITRAB – Protection of modular terminals
Multi-level surge protection devices with screw or 
spring-cage connections. Versions with disconnect 
knives round off the concept.
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PHOENIX CONTACT GmbH & Co. KG
32823 Blomberg, Germany
Phone: +49/5235/3-00
Fax: +49/5235/3-1 07 99
www.phoenixcontact.com

Further information on the products introduced 
here and on the world of solutions from Phoenix 
Contact can be found at 
www.phoenixcontact.net/catalog

Or contact us directly.
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Industrial Connection Technology, 
Marking Systems and Mounting Material

CLIPLINE

Connection Technology for 
Field Devices and Field Cabling

PLUSCON

Device Connection Technology 
and Electronic Housings

COMBICON

Surge Protection

TRABTECH

Signal Converters, Switching Devices, 
Power Supplies

INTERFACE

Components and Systems

AUTOMATION

Signal circuits in two-conductor technology, floating 

LIT 1X2-24 / 2804610
UC: 36 V DC / 25 V AC
IN: 350 mA

LIT 2X2-24 / 2804623
UC: 36 V DC / 25 V AC
IN: 350 mA

LIT 2-12 / 2804694
UC: 18 V DC / 13 V AC
IN: 500 mA

LIT 2-24 / 2804665
UC: 36 V DC / 25 V AC
IN: 500 mA

0(4) - 20 mA current loop
(HART-capable)

I

2 x 0(4) - 20 mA two current loops
(HART-capable)

I

I

Temperature measurement
3-wire measurement

I

Signal circuits in two-conductor technology, floating and impedance-free

Binary signals with a common reference potential

LIT 2X1-24 / 2804636
UC: 36 V DC / 25 V AC
IN: 350 mA

LIT 4X1-24 / 2804649
UC: 36 V DC / 25 V AC
IN: 350 mA

LIT 4-12 / 2804704
UC: 18 V DC / 13 V AC
IN: 500 mA

LIT 4-24 / 2804678
UC: 36 V DC / 25 V AC
IN: 500 mA

2 binary signals

4 binary signals

Temperature measurement
4-wire measurement

1

2 2

3

4

Configuration aid for system cabling LINETRAB – MINI Analog

Thanks to the system cabling, LINETRAB and 
MINI Analog modules can be installed quickly, 
easily and reliably. Here, theV8 system 
adapters and the assembled round cables 
prevent serious wiring errors.
More configuration and selection aids are 
provided in the e-shop under "LINETRAB".

1  8 x LINETRAB
Surge protection block
(block of 8)

LIT 1X2-24 2804610

2  1 x System adapter
Connection of LINETRAB modules in a block

MINI MCR-SL-V8-FLK 16-A 2811268

3  1 x System cable
Assembled round cables for connecting the 
system adapters
VIP-CAB-FLK16/FR/FR/0,14/0,5M 2900154
VIP-CAB-FLK16/FR/FR/0,14/1,0M 2900155
VIP-CAB-FLK16/FR/FR/0,14/2,0M 2900156
Special lengths on request / see e-shop

2  1 x System adapter
Connection of MINI Analog modules
in a block

MINI MCR-SL-V8-FLK 16-A 2811268

4 8 x MINI Analog
Isolation amplifier (block of 8, 
mixed assembly possible)
MINI MCR-SL-UI-UI 2864383
MINI MCR-SL-UI-UI-NC 2864150
MINI MCR-SL-U-UI-NC 2865007
MINI MCR-SL-U-I-0 2813512
MINI MCR-SL-U-I-4 2813525
MINI MCR-SL-I-U-0 2813541
MINI MCR-SL-I-U-4 2813538
MINI MCR-SL-I-I 2864406
MINI MCR-SL-U-U 2864684
MINI MCR-SL-UI-21 2864794
MINI MCR-SL-UI-21-NC 2864176
MINI MCR-SL-1CP-I-I 2864419
MINI MCR-SL-UI-F 2864082
MINI MCR-SL-NAM-2RNO 2864105
MINI MCR-SL-UI-REL 2864480
MINI MCR-SL-SHUNT-UI-NC 2810780
MINI MCR-SL-SHUNT-UI 2810858

Signal circuits in 3-/4-conductor technology, floating and impedance-free

can be used in intrinsically safe circuits, observe the installation instructions included in the package slip (e-shop)!

Additional information on www.phoenixcontact.net/eshop Additional information on www.phoenixcontact.net/eshop
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