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INTERFACE

PACT Analog –

The current transformer 
range for flexible mounting
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Extremely versatile –
Current transformers
from PHOENIX CONTACT

With PACT Analog, Phoenix Contact 

provides a complete range of rod, plug-in and 

winding converters for measuring high 

currents from 1 A to 4000 A. High-quality 

measuring transducers are available in almost 

3000 different designs. Choose from 

different accuracy classes, capacities and 

sizes to match specific applications. Various 

mounting positions enable the use of this 

range even in applications where space is a 

critical factor.

Phoenix Contact – your partner for high 

current measurement.

Flexible installation
In addition to the options for vertical and 
horizontal mounting on the copper rail, the current 
transformers provide other useful mounting 
positions.

For accommodation on the DIN rail, an optional 
DIN rail adapter can be easily snapped onto the 
housing.

Retractable plug-in feet facilitate upright assembly 
on the wall of the control cabinet.

Professional 
connection 
technology
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PACT Analog saves space –
Ideally suited for restricted constructional depths

Thanks to the versatile primary rail support, there are 
several mounting options for the current transformers of the 
PACT Analog range. The current transformer can be 
positioned flat on the copper rail for space-saving installation. 
A copper sleeve in the central opening of the current 
transformer provides the conductive connection between 
the copper rail and a branching current path. The size of the 
copper sleeve depends on the type of transformer.

Minimum 
constructional depth

The housing depth of only 
30 mm is valid for the 
entire current transformer 
range from Phoenix 
Contact and allows reliable 
planning and optimum 
positioning even in 
restricted spaces
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In addition to current transformers suitable 

for a variety of application requirements, 

there is also a selection of components for 

further processing of the signals in the field.

PHOENIX CONTACT current transformers –

Solutions for a variety of applications
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Informationen zu den Prüftrennklemmen finden Sie im CLIPLINE-Katalog.
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Standard signal generation application

Load monitoring application

Motor management application

Test circuits application

With screw connection With spring-cage connection

EMM W 3/5-500-Ex

URTK 6 SRTK 6

Information about the test disconnect terminal blocks can be found in the CLIPLINE catalog.

The current transformer reduces 
the high input current to 1 A AC 
or 5 A AC. A downstream current 
measuring transducer generates a 
standard signal from the secondary 
current for further processing.

An electronic load relay with 
motor management works 
equally as well with a current 
transformer.

An overcurrent monitoring 
module in combination with a 
current transformer can monitor 
the load of an electric motor 
regardless of the motor's power 
requirement.

EMD-SL-OC...

MACX MCR-SL-CAC-5-I

EN_DE_Stromwandler.backup.fm  Seite 5  Mittwoch, 30. Januar 2008  2:25 14

Textfarbe Schmuck 45,0° 120,0 LPI 



6   PHOENIX CONTACT

D_Stomwander_52003401.fm  Seite 6  Mittwoch, 30. Januar 2008  2:31 14

Article PACT MCR-V1-21-44 PACT MCR-V2-3015-60 PACT MCR-V2-4012-70 PACT MCR-V2-5012-85
Primary rated current Ipn 50...500 A 50...750 A 75...1000 A 100...1500 A
Round conductor dimensions Ø 21 mm Ø 28 mm Ø 33 mm Ø 42 mm
Rail dimensions 30x15 mm 40x12 mm 50x12 mm

20x20 mm 2x 30x10 mm 2x 40x10 mm
Page 11 11 12 12

Article PACT MCR-V2-6015-85 PACT MCR-V2-6315-95 PACT MCR-V2-6040-96 PACT MCR-V2-8015-105
Primary rated current Ipn 200...1600 A 200...2500 A 200...2000 A 400...2500 A
Round conductor dimensions Ø 52 mm Ø 53 mm Ø 61 mm Ø 61 mm
Rail dimensions 60x15 mm 63x15 mm 60x40 mm 80x15 mm

2x 50x10 mm 2x 50x10 mm 50x50 mm 2x 60x10 mm
40x40 mm 40x40 mm 3x 50x10 mm

Page 13 13 14 14

Article PACT MCR-V2-8020-105 PACT MCR-V2-10020-129 PACT MCR-V2-10036-129 PACT MCR-V2-12020-159
Primary rated current Ipn 500...2000 A 400...4000 A 400...4000 A 400...4000 A
Round conductor dimensions Ø 70 mm Ø 85 mm Ø 96 mm
Rail dimensions 2x 80x10 mm 2x 100x10 mm 3x 100x12 mm 2x 120x10 mm

60x60 mm 80x64 mm 3x 100x10 mm
80x80 mm

Page 15 15 16 16

Article PACT MCR-V2-12040-159 PACT MCR-V3-60
Primary rated current Ipn 400...4000 A 1...40 A
Rail dimensions 4x 120x10 mm –

Page 17 17

Current transformer overview: Those that cannot be calibrated

Current transformers that 
cannot be calibrated
Current transformers that cannot be 
calibrated are primarily used in 
mechanical and plant engineering. 
Phoenix Contact offers an extensive 
range of current transformers in various 
accuracy classes, rated powers and sizes.
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Article PACT MCR-V1C-21-44 PACT MCR-V2C-3015-60 PACT MCR-V2C-4012-70 PACT MCR-V2C-5012-85
Primary rated current Ipn 150...500 A 200...750 A 200...1000 A 200...1200 A
Round conductor dimensions Ø 21 mm Ø 28 mm Ø 33 mm Ø 42 mm
Rail dimensions 30x15 mm 40x12 mm 50x12 mm

20x20 mm 2x 30x10 mm 2x 40x10 mm
Page 18 18 19 19

Article PACT MCR-V2C-6015-85 PACT MCR-V2C-6015-95 PACT MCR-V2C-6040-96 PACT MCR-V2C-8015-105
Primary rated current Ipn 250...1200 A 200...1500 A 500...1500 A 400...1500 A
Round conductor dimensions Ø 52 mm Ø 53 mm Ø 61 mm Ø 61 mm
Rail dimensions 60x15 mm 60x15 mm 60x40 mm 80x15 mm

2x 50x10 mm 2x 50x10 mm 50x50 mm 2x 60x10 mm
40x40 mm 40x40 mm 3x 50x10 mm

Page 20 20 21 21

Article PACT MCR-V2C-8020-105 PACT MCR-V2C-10020-129 PACT MCR-V2C-10036-129
Primary rated current Ipn 400...1500 A 500...2500 A 500...2500 A
Round conductor dimensions Ø 70 mm Ø 85 mm
Rail dimensions 2x 80x10 mm 2x 100x10 mm 3x 100x12 mm

60x60 mm 80x64 mm

Page 22 22 23

Current transformer overview: Those that can be calibrated

Current transformers that can 
be calibrated
There is a type approval test for 
calibration approval for current 
transformers that can be calibrated. The 
current transformers that can be 
calibrated do not become calibrated 
current transformers until an additional 
calibration process has been executed.

Calibrated current transformers
Calibrated current transformers are 
typically used by power suppliers for 
calculating the consumption of electrical 
power. Fees are charged for the calibration 
process according to the national 
calibration fees tables. These charges 
depend on the  volume of primary rated 
current.

Phoenix Contact provides assistance with 
the calibration of measuring transducers, 
including creating and issuing all certificates.
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USA:
PHOENIX CONTACT Inc.
P.O. Box 4100
Harrisburg
PA 17111-0100

Fax (717) 944-1625
Phone (717) 944-1300
www.phoenixcon.com

Canada:
PHOENIX CONTACT Ltd.
235 Watline Avenue
Mississauga, Ontario
L4Z 1P3

Fax (905) 890-0180
Phone (905) 890-2820
Toll Free 1-800-890-2820
www.phoenixcontact.ca

Further information on the products  
here and on the world of solutions from 
Phoenix Contact can be found at

www.catalog.phoenixcontact.com

Or contact us directly.

Industrial Connection Technology, 
Marking Systems and Mounting Material

CLIPLINE

Industrial Plug Connectors

PLUSCON

PCB Connection Technology and 
Electronic Housings

COMBICON

Surge Protection

TRABTECH

Signal Converters, Switching Devices, 
Power Supply Units

INTERFACE

Components and Systems

AUTOMATION
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